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       Inspection Date

     Tanggal Inspeksi

User

 Pemakai

a Parts of Inspection Color Code Good Bad Remark
Bagian -Bagian Yang di Inspeksi Kode Warna Baik Buruk Keterangan

LABELLING - Penamaan / Etiket

Date of Manufacture - Tanggal Pembuatan

Serial / Batch No - No Seri & Pengeluaran

Aust Standard/Compliance - Memenuhi Stand' Australia

Type or Purpose - Jenis Atau Yang di Maksud

WEBBING - Anyaman

Cut and Tears - Tersayat / Koyak

Excessive Stretching - Anyaman Renggang / Kendur

Damage From Contact With Hardware

Rusak Karena Benda Keras

Damage From Contact Heat, Corrosive or Solvent

Rusak Karena Panas, Karat, Cairan Pelarut / Pengencer

Detorioration Due to Rotting, Mildew or Ultraviolet 

Exposure -  Rusak Karena Lapuk, Jamur dan Sinar Matahari

BUCKLES AND ADJUSTERS -Penagait dan Pengatur 

Distortion or Physical Damage - Ada Cacat / Kelainan

Cracks and Forging Laps - Rusak Karena Di Tempa

Open Rollers - Penggulung Terbuka / Bebas

Bent Tongues - Lidah-Lidah / Batang Membengkok

SEWING - Jahitan

Threads Cut, Broken and Worn -Benang putus,Rusak

Damaged or Weakened Threads With Heat,Solvents, 

Mildew, Corrosives - Benang Rusak/Lemah Karena Panas

Pelarut,Jamur,Kara t

D - RING - Cincin Pengancing

Cracks at Straight / Curve Intersections

Retak Lurus Atau Melengkung

Distortion or Physical Damage - Ada Cacat / Kelainan

Loss of Cross Section Due to Wear  

Safety Harness & Lanyards Inspection Checklist 

Jenis/Macam

ID Number

No. Identitas

Formulir Inspeksi Pakaian dan Tali Pengikat Keselamatan

Brand



Bagian Silang Tidak Ada / Terpakai

Excessive Movement at Attach't Point to Belt /  Harness

Alat Tambahan Pd Sabuk Pakaian utk Gerakan Berlebihan 

SNAP HOOKS - Kancing Pengait

Distortion of Hook or Latch - Kelainan pd Pengait/Kancing

Cracks and Forging Folds - Rusak Karena Terlipat

Wear at Swivel & Latch Pivot Pin

Pemakaian Cincin kancing as pin

Open Rollers - Penggulung Terbuka / Bebas

Free Movement of Latch - Kancing yang bergerak Bebas

Free From Dirt & Other Obstruction

Bebas Kotoran dan Gangguan Lain

Broken, weak or Misplaced Latch Springs

Rusak,Lemah / Salah Letak Per Kancing

LANYARD - Tali Sandang

Broken, or Cracked Thimbles or Strees Indicators

Rusak / Timbal Retak / Penunjuk Tegang

Frayed or Broken Rope Strands

Tali Rusak, Berjumbai / Helai

Compatibility of attachment Device

Perlengkapan Tambahan Yang Sesuai

Condition of Hardware - Keadaan Perangkat Keras

Comment :

2. 3.

Name & Signature (Nama & Tanda Tangan ) Name & Signature (Nama & Tanda Tangan ) Name & Signature (Nama & Tanda Tangan)

Date : Date : Date :

1. 


